
  
  

 DEKORA TOP COAT SUPERMAT 
  

Bi-component transparent ultra-matt polyurethane finish for 
the Dekora system 

 
 
 
DEKORA TOP COAT SUPERMAT is a solvent based bi-component polyurethane finish, 
for preparation directly before use, used as a transparent matt protective coating for the 
Dekora System and cement based renderings. 
 
 
 
DEKORA TOP COAT SUPERMAT is ideally suited for finishing and protecting the Dekora 
System and also in the following cases: 
 on epoxy cement plaster coatings, both wall and floor; 
 on floors made of concrete or cementitious screed. 

It is also suited for other types of cement and polymer cement surfaces. 
 
 
 excellent waterproofing 
 natural, ultra-matt effect  
 
 
 
Preparing the surface (DEKORA FINITURA): 
 sandpaper any drips with 180-220 paper and completely remove any dust; 
 make sure the surface is properly cured (normally at least 24-48 hours after application 

in optimal conditions). 
 

Preparing the product 
Add DEKORA TOP COAT SUPERMAT component B to component A (ratio A:B=4:1 by 
weight) and mix thoroughly with a low speed professional mechanical mixer until it is 
completely homogeneous. Dilute with SOLVENTE PER DEKORA TOP COAT 
SUPERMAT in the ratio 50:100 of A+B by weight. 
 

Applying the product 
Apply with a short fleece roller or brush in two coats; wait until the first coat is no longer 
tacky before applying the second one. 
Consumption: 105-120 g/m2 total of A+B+SOLVENT. The consumption for the 

undiluted product (A+B) is 70-80 g/m2. 
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density, at 20°C, EN ISO 2811-1 

A 

kg/L 

0.91 ± 0.03 

B 0.93 ± 0.03 

A+B 0.91 ± 0.03 

dynamic viscosity, at 20°C, cup 6, ISO 2431 A s 87  4 

pot life, at 23°C/50%RH, EN ISO 9514 min 120 ± 5 

surface drying time, EN ISO 1517 min 30 ± 5 

ready for use (dry) days 3 

ready for use (including contact with water) days 7 

 
gloss 60° (on smooth cement rendering), ISO 2813 - 6 ± 1 

scratch hardness, EN 15186 N 1.3  0.2 

pencil hardness (British), ASTM D 3363 - HB 

resistance to damp heat, EN ISO 12721 - 4 

resistance to dry heat, EN ISO 12722 - 5 

resistance to light (grey scale), EN 15187 - 4.4/5 

application temperature °C 
from +10 to 

+35 

ratio A: B 4: 1 
 

Packages kit (A+B) 1.25 kg: 
- (A) = 1.00 kg 
- (B) = 0.25 kg 

kit (A+B) 4.0 kg: 
- (A) = 3.2 kg 
- (B) = 0.8 kg 
 

SOLVENT) = 08 kg 

Storage 
12 months in the original packaging in a dry place under cover, 
+5°C to +30°C. Do not allow to freeze. 

 
 
 
Once mixed and ready for use, the product must be used within 120 minutes (at 23°C), 
after which it cannot be further diluted to extend its usability: note that the expiry of its pot 
life is not visible. 
 Cleaning tools: ACETONE or SOLVENTE PER DEKORA TOP COAT SUPERMAT 

when still fresh; mechanically (or heat gun if possible) when hardened. 
Read the safety sheet carefully. 
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The information provided in this technical sheet truthfully reflects our best knowledge at the time of going to press. The 
outcome may vary in relation to the application procedure, over which we have no control. Our guarantee is therefore 
limited to the quality and consistency of the product supplied and the relevant instructions provided. 
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