
      
 

       DEKORA TOP COAT S 

Decorative, water and oil proofing protection for DEKORA 
floors                                                            
 
 
DEKORA TOP COAT S is a single-component waterproofing product, formulated with non-
yellowing acrylic thermoplastic resins dissolved in solvent. 
Applied to concrete or cement mortar substrate, DEKORA TOP COAT S forms a transparent 
film which bonds strongly with the surface and is resistant to atmospheric agents (sunlight, 
UV, water, etc.). 
The polymer film protects the surface against a variety of aggressions: 
 carbonation, preventing the diffusion through the solid matrix of carbon dioxide; 
 bleaching due to the washing effect of rainwater; 
 corrosion, limiting the penetration of aggressive agents (chlorides and sulphates); 
 staining and adhesion of dirt, especially grease and oil; 
 wear and abrasion. 
If applied at a thickness of less than 200 micron, it does not compromise the breathability 
of the concrete while maintaining its aesthetic characteristics.  
Since it dries very quickly, the DEKORA TOP COAT S treatment is water resistant just 2 hours 
after application. 
 
 
 
DEKORA TOP COAT S is used as a protective treatment for floors made with the DEKORA 
CYCLE. 
 It is also suited to concrete and cement surfaces in: 
 carparks and outdoors forecourts; 
 parking bays and car dealerships; 
 workshops; 
 warehouses; 
 acid-treated concrete surfaces; 
 concrete structures with exposed aggregate (washed gravel, etc.). 
Given its chemical formulation, DEKORA TOP COAT S can be applied after only 8 hours to 
moulded concrete structures and after just 14 days of curing to concrete floors. 
 
 

- high foot traffic resistance 
- easy to apply 
- quick drying for fast usability 
 
 
Preliminary checks 
The surface must be dry, cohesive and with loose or friable parts;  
 any residue of disposable curing products must be removed by washing or treatment 

with high temperature steam; 
 remove any dust and encrustations by washing thoroughly with water; 
 completely remove any excess water, and make sure no water collects in the treatment 

area; 
 
 

 APPLICATIONS 

 DESCRIPTION 

 BENEFITS 

 APPLICATION 



 after 1-2 days of drying, apply DEKORA TOP COAT S evenly with a roller, brush or spray 
(see below for the application instructions) taking care to avoid accumulations which 
may change the appearance of the surface and prevent it drying uniformly.  

  DEKORA TOP COAT S can be applied in a single coat; 
 Notes on application - 
- If the substrate is not cohesive, treat it with a consolidating product before applying 

DEKORA TOP COAT S; 
- On very compact concrete, apply a base coat of DEKORA TOP COAT S diluted 10 - 15% 

of SOLVENTE PER DEKORA TOP COAT S; 
- On very porous concrete, to prevent bubbles forming, apply a primer coat of DEKORA 

TOP COAT S diluted 40-50% with SOLVENTE PER DEKORA TOP COAT S, the apply the 
product undiluted. 

 
Run a preliminary test to determine the approximate coverage. Nominal consumption on 
concrete and cement surfaces: 
150 - 200 g/sqm per coat 
 
Application suggestions. 
Roller application: 
short pile roller, resistant to organic solvents. 
Application with air spray gun:  
- nozzle diameter:  1.5 - 2.0 mm 
- fluid pressure:  1.0 - 2.0 bar 
- air pressure:  2.0 - 4.0 bar 
Application with airless spray gun:  
- nozzle diameter: 0.30 - 0.50 mm 
- delivery pressure:  80 - 130 bar 
If necessary, dilute with 2 - 5% of SOLVENTE PER DEKORA TOP COAT S. 
 
 
 
Characteristics 
density (203°C, 
5010 %RH), UNI 8310 

g/cm³ 0.941  0.005 

dynamic viscosity (4 mm 
ISO cup, 201°C, 
5010 %RH), DIN EN ISO 
2431 

s 69  5 

appearance - transparent fluid 
odour - aromatic naphtha 
water vapour 
permeability -  (dry 
cup), DIN 52615 

- 12000  1000 

application 
temperature 

°C +5 to +35 

maximum application 
humidity 

% 85 

dry residue (at 105°C, 1 
hour) 

% 21  1 

surface drying time (no 
powder, 232°C, 
5010 %RH), UNI EN ISO 
1517 

min 30  5 

walkover time (50  
10 %RH) 

h 
T=+10°C 8 
T=+20°C 5 
T=+30°C 4 

operating temperature °C -20 to +70 
 

 TECHNICAL DATA 



Chemical resistance  
 
Distilled water 5 
Ammoniac 15% 5 
Bleach (7% active Cl2) 5 
Diesel 5 
Engine oil (SAE 10W-40) 5 
Gear oil (SAE 85W-140) 5 
Caustic soda 30% 5 
Red wine 5 

 
Method per UNI EN ISO 2812-1:1996 – Method 2 (continuous contact with absorbent 
medium). 
 
Labelling, packages and storage 

Risk symbols Xn, F, N 

Packages 5 l metal container 

Storage 

24 months in the original 
packaging, in a covered 
and dry place, at a 
temperature between 
+5°C and +35°C. 

 
Precautions and special instructions 
 The product is ready for use; shake vigorously before using. 
 Tools used to apply the product can be washed with nitro solvent. 
 The product must be at a temperature of +15°C to + 27°C before application. 
 Do not apply if you are expecting it to rain. 
 Store away from heat, out of direct sunlight and in a dry place. 
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The information given in this data sheet reflects our know-how at the time of going to press. The outcome may vary in 
relation to the application procedure, over which we have no control. Our guarantee is therefore limited to the quality 
and consistency of the product and the relevant instructions provided. 


